
BROADCASTGEAR PTZ Camera Fiber Converter 4K
For use with Base. BaseStation2 or BaseStation4 

Video Interface:

• 12G-SDI, 6G-SDI, 3G-SDI, HD-SDI, SD-SDI (auto switching)

• Supports ST2082-1, ST2081-1, ST424, ST292, ST259, ST424, ST292, ST259

Video Standards:

• 4K/UHD 12G/6G / 2160p 23.98/24/25/29.97/30/48/50/59.94/60

• 2K/HD 3G / 1080p 23.98/24/25/29.97/30/48/50/59.94/60

          1080i 50/59.94/60

          1080PsF 23.98/24/25/29.97/30

           720p 23.98/24/25/29.97/30/48/50/59.94/60

• SD 525i29.97 NTSC, 625i25 PAL

Connections: / Electrical:

• Optical Fiber Connection: Neutrik OpticalCon DUO (optional with SMPTE Hybrid)

• 1x SDI 3/6/12G Video input for Camera Feed

• 1x SDI 3/6/12G Video Camera Loop output

• 2x SDI 3/6/12G Video return 

• 2x RJ45 Ethernet 10/100/1Gbps Available with following Fiber Connections:

• Power Input 24-48 Volt via Hybrid Fiber or Local Power 12V via XLR4 • Neutrik Opticalcon Duo 

• Camera Power output 12V 6A • Canare SMPTE 311 

Equipped with holepattern for camera mountingplate Panasonic, Sony & Lumens • FieldCast 2-Core

Cheeseplate with  1/4” and 3/8” thread • Other models on request
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